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In the specification 

Please replace the paragraphs on page 2, line 22, through page 4, line 21 (in the summary 
section), with the following paragraphs: 

The invention relates to limiting access to publicly exposed object-oriented interfaces, via 
password arguments. A syst e m of th e pr e s e nt -i nv e ntion includ e s a numb e r of int e r - r e lat e d first 
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u se d h e r e in, a s can b e appr e ciat e d by - tho se- of ordinary s kill within th e art, and which i s to b e 
con s tru e d broadly. — Furth e rmor e , wh e r e th e sp e cific m e ssag e “not impl e m e nt e d” i s indicat e d 
e ls e wh e r e in th e d e tail e d d es cription, it is -t o b e und e rstood that such a m es sag e i s on e sp e cific 
e xampl e of th e kinds of m e ssag e s d e scrib e d her e . Each s e cond obj e ct - ori e nt e d int e rfac e is thus a 
non - impl e m e nt e d and password - fr ee v e rsion of on e of th e first obj e ct - ori e nt e d int e rfac e s. 

A method of an embodiment of the present invention includes an attempt to access a first 

object-oriented interface that defines a method supported by an inter-related first object, where 
the access attempt is made by [[an]] inter-related second objects. The inter-related first object is 
implemented via hardware, including one or more of memory, processors, and storage devices. 
The first object-oriented interface includes a password argument to limit access thereto. The first 
and the second objects share a predetermined password. The first object-oriented interface 
further has a corresponding second object-oriented interface defining a method supported by the 
first object. The corresponding second object-oriented interface is required by specification, and 
lacks a password argument to limit access thereto. Therefore, the method includes the second 
objects passing the predetermined password as the password argument of the first object-oriented 
interface, so that the second object s are [[is]] able to invoke the method defined by the first 
object-oriented interface. Furthermore, the method includes a third object not inter-related with 
the first and the second objects attempting to access the first object-oriented interface. The third 
object is not priw to the predetermined password. As such, the third object is unable to invoke 
the method defined bv the first object-oriented interface, such that the first object-oriented 
interface is quervable bv the third object but the method defined by the first object-oriented 
interface is uninvokable by the third object due to the third object not sharing the predetermined 
password. The inter-related first object and the inter-related second objects are greater than two 



in number in total. 
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m e dium, a modulat e d carri e r signal, or anoth e r typ e of m e dium. Th e m e an s in th e m e dium is for 
9upporting -a first obj e ct - ori e nt e d interface and a - s e cond obj e ct - ori e nt e d int e rfac e , both of - which 
d e fin e a m e thod. Th e fir s t obj e ct - ori e nt e d int e rfac e includ e s a pa ss word argum e nt to limit acc es s 
th e r e to int e r-r e lat e d obj e ct s , wh e r e as th e s e cond -o bj e ct ori e nt e d int e rfac e lack s a pa s sword 
argum e nt to limit acc e ss th e r e to. 



Please replace the abstract on page 27, lines 2-13 of the patent application as filed with the 
following abstract: 

Inter-related second objects attempt to access a first object-oriented interface defining a 

method support bv an inter-related first object. The first object-oriented interface includes a 
password argument to limit access thereto. The first and the second objects share a password. 
The first object-oriented interface has a corresponding second object-oriented interface defining a 
method supported bv the first object, which is required bv a predetermined specification but that 
lacks a password argument to limit access. The password is passed via the first object-oriented 
interface bv the second objects such that the second objects are able to invoke the method. A 
third object not inter-related with the first and the second objects also attempts to access the first 
object-oriented interface. However, the third object is not priw to the password, and therefore is 
unable to invoke the method defined bv the first object-oriented interface, although it can query 
the first object-oriented interface. 

Limiting acc e ss to publicly e xpos e d obj e ct - ori e nt e d int e rfac es is disclosed. — A syst e m 

includ e s int e r r e lat e d first obj e cts that shar e a pr e d e t e rmin e d password. — First obj e ct - ori e nt e d 
int e rfac e s d e fin e m e thods s upport e d by th e first obj e cts. Th e first obj e cts publicly e xpos e th e first 
int e rfac e s, - which ar e qu e ryabl e by the first objects and s e cond obj e cts. — Eaeh - first interfac e 
includ e s a password argum e nt - te - lim i t - aec ess to th e first obj e cts. Th e sy s t e m may also includ e 
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